
• Design & Features
• Safety & Quality
• Capacities



Filters

• Mitchells’ dust collector is an air jet pulse bag 
cleaning system which is used in the Feed and 
Grain Industry. The collector allows for the 
discharge of clean air into the environment 
and protects against the loss of materials. Dust 
collectors can be optionally fitted with 
explosion vents if required.

Fans

• Direct and “V” belt drive systems are available.
• Heavy duty construction, mild & stainless steel 

fabrication.

Safety & Quality

• CE Certified in accordance with test standards 
EN 618:2002+A1:2010, EN ISO12100:2010

• ATEX approved for use in areas at risk of 
explosive atmospheres



Diverters

• Sizes from 200mm(8″) to 800mm(32″). 
Other sizes are available

• Straight and offset outlets
• Mounting flanges supplied
• Mild & stainless steel fabrication
• Manual, pneumatic and electric 

operation

Slide Gates

• Sizes as required
• Mounting flanges supplied
• Optional dust box can be supplied for totally 

enclosed operation
• Dust proof rollers for slide plate
• Dust tight designs available
• Mild & stainless steel fabrication
• Manual, pneumatic & electric operation

Distributors

• Sizes from 150mm(6″) to 300mm(12″). 
Larger sizes are available

• One inlet and single outlets
• Dual inlet and single outlets
• Quick access doors
• Mild or stainless steel
• Manual and electric control
• Optional end fittings for attaching spouts
• Direct weld / Bolted flange / Clamp flange

Safety & Quality

• CE Certified in accordance with test standards 
EN 618:2002+A1:2010, EN ISO12100:2010

• ATEX approved for use in areas at risk of 
explosive atmospheres



Mitchells takes safety very seriously and provides a full range 
of safety devices that can be supplied or retrofitted

• Rotation and motion sensors – located in tail / boot pulley
• Plug sensors – Inlet and outlet if requested
• Slack chain sensors
• Bearing temperature sensors 
• Belt alignment sensors – Brass block with continuous 

temperature reading OR touchswitch style
• Position sensors – to detect position of automatic take-up 

OR inspection door / covers position
• Explosion venting – Designed to meet the local 

requirements.

Motion sensor

Belt alignment sensor

Plug sensor

Bearing temperature sensor

Position sensors to detect open covers

Explosion vent
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